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COD. P Z De Dp A B C D1 CUSCINETTO/ 
BEARING STOCK

PG08Z18T12 8x3 18 49,3 46,07 10 16 2,8 12 6201-2RS •
PG1Z15T20 1” 15 133 122,17 18 18 16 20 204KRR •
PG38Z15T10 3/8”x7/32” 15 49,3 45,81 9 16 5,2 10 6200-ZZ •
PG38Z21T10 3/8”x7/32” 21 68 63,91 9 16 5,3 10 6200-ZZ •
PG38Z21T16 3/8”x7/32” 21 68 63,91 18 16 5,3 16 203KRR-2RS •
PG38Z21T162 3/8”x7/32” 21 68 63,91 18 16 5,3 16,2 203KRR-2RS-16 •
PG12Z13T12 1/2”x5/16” 13 57,4 53,06 10 16 7,2 12 6201-ZZ •
PG12Z16T10 1/2”x5/16” 16 69,9 65,1 9 16 7,2 10 6200-ZZ •
PG12Z16T16 1/2”x5/16” 16 69,9 65,1 18 16 7,2 16 203KRR-2RS •
PG12Z16T162 1/2”x5/16” 16 69,9 65,1 18 16 7,2 16,2 203KRR-2RS-16 •
PG12Z16T17 1/2”x5/16” 16 69,9 65,1 12 16 7,2 17 6203-2RS •
PG12Z17T10 1/2”x5/16” 17 73,6 69,11 9 13 7,2 10 6200-ZZ •
PG12Z17T12 1/2”x5/16” 17 73,6 69,11 9 13 7,2 12 6201-ZZ •
PG12Z17T162 1/2”x5/16” 17 73,6 69,11 18 16 7,2 16,2 203KRR-2RS-16 •
PG12Z18T16 1/2”x5/16” 18 77,8 73,14 18 16 7,2 16 203KRR-2RS •
PG12Z18T162 1/2”x5/16” 18 77,8 73,14 18 16 7,2 16,2 203KRR-2RS-16 •
PG58Z15T12 5/8”x3/8” 15 83 76,36 10 16 9,1 12 6201-ZZ •
PG58Z15T16 5/8”x3/8” 15 83 76,36 18 16 9,1 16 203KRR-2RS •
PG58Z15T162 5/8”x3/8” 15 83 76,36 18 16 9,1 16,2 203KRR-2RS-16 •
PG58Z17T12 5/8”x3/8” 17 93 86,39 10 14 9,1 12 6201-ZZ •
PG58Z17T16 5/8”x3/8” 17 93 86,39 18 16 9,1 16 203KRR-2RS •
PG58Z17T162 5/8”x3/8” 17 93 86,39 18 16 9,1 16 203KRR-2RS-16 •
PG34Z13T16 3/4”x7/16” 13 87,5 79,59 18 16 10,8 16 203KRR-2RS •
PG34Z13T162 3/4”x7/16” 13 87,5 79,59 18 16 10,8 16,2 203KRR-2RS-16 •
PG34Z15T16 3/4”x7/16” 15 99,8 91,63 18 16 10,8 16 203KRR-2RS •
PG34Z15T162 3/4”x7/16” 15 99,8 91,63 18 16 10,8 16,2 203KRR-2RS-16 •

PG12316Z13T10 1/2”X3/16” 13 58,4 53,06 9 12 4,5 10 6200-ZZ •
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*Proprietà dei modelli riservata ai termini di legge. Disegni e immagini non riproducibili se non citando la fonte.

Le U.M. non specificate sono da intendersi in [mm]

Pignoni tendicatena 

Pignoni completi di cuscinetto

MATERIALE
Tecnopolimero a base poliammidica, rinforzato con fibra vetro, 
colore: grigio. 
Acciaio per cuscinetti (100Cr6 o simili)

ESECUZIONE
Costampaggio ad iniezione.

Property of models reserved for statutory terms. Drawings and images can not be reproduced unless quoting the source.
3D disponibili, richiedili via mail

3D available, request them by mail 

The U.M. if not specified are in [mm]

Chain Tightener sprockets

Chain tightener sprockets with bearing

MATERIAL
Polyamide-based technopolymer, reinforced with glass fiber, color: grey.
Steel bearings (100Cr6 or similar) 

PRODUCTION 
Co-injection molding.




