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1 Sfere portanti
Ball transfer units

Portata -Tipo Diametro sfera Load capacity daN Peso - Weight daN
esec. - exec. esec. - exec.Type ball diameter

B C BD B C BDmm in.

SPR 12 B-C-BD 12,7 ¹⁄₂ 20 15 5 0,035 0,035 0,015

SPR 15 B-C-BD 15,87 ⁵⁄₈ 0,0460,0600,060134050

SPR 22 B-C-BD 22,22 ⁷⁄₈ 0,1520,1900,19022130180

SPR 25 B-C-BD 0,1620,2200,22022130180125,4

SPR 30 B-C-BD 30,16 1 ³⁄¹⁶ 350 210 25 0,360 0,360 0,270

SPR 15L B-C-BD 15,87 ⁵⁄₈ 45 35 13 0,038 0,038 0,024

SPR 22L B-C-BD 22,22 ⁷⁄₈ 0,0880,1250,1252290120

SPR 30L B-C-BD 130,16 ³⁄¹⁶ 0,1680,2650,26525140200

NOTA 
esec. B = Standard con parti zincate e sfere in acciaio
esec. C = con parti zincate e tutte le sfere inox AISI 420
esec. BD = con parti zincate e sfera principale in delrin (POM)

NOTE
esec. B = Standard with zinc-plated parts and steel balls
esec. C = with zinc-plated parts and all balls in stainless  

steel AISI 420
esec. BD = with zinc-plated parts and large ball in delrin (POM)

      
      

Serie SPR
Sono completamente in acciaio, zincate, più 
robuste rispetto alla serie SPL, con carcasse 
tornite o in lamiera stampata per la versione “L”.

SPR series
All steel body with external zinc-plated parts.
This series is much stronger than the previous
one and its body can be machined or deep
drawn for” L” version.

SPR 12 SPR 15 SPR 22 SPR 25

SPR 30 SPR 15L SPR 22L SPR 30L




